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Luxere® Green Temporary Anti-fog and Condensation 
Control Coating  Spray With Antimicrobial Properties
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Luxere® Temporary Anti-fog

Hydromer’s  Luxere® Green temporary, anti-fog solution is a spray coating, that offers INSTANT 
anti-fog/condensation control, while offering antimicrobial properties and a pleasant scent, 
including citrus, lavender, or a scent of your own. Because it is a green technology, its safe 
to use on your PPE for your face. The antimicrobial properties can kill and slow the spread of 
microorganisms including: bacteria, viruses, protozoans, and fungi such as mold and mildew, that 
may cause illnesses and infections. It will also extend the lifetime of the mask or face shield.
This product will produce a temporary* anti-fog and antimicrobial barrier on substrates including: 
Acrylic, PET, Glass, Polycarbonate, PVC, and more. 

*Lasting for only a limited period of time; not permanent

Description

Our coating solutions, among other methods, can be applied through a spray bottle. No residue for 
quick reapply and  therefore, no streaking or hazing of the mask or PPE. Do not dilute the solution. 
As process variables differ, the end user must experimentally determine the optimum coating 
process for each application. Prior to spraying the coating, we recommend that the surface is clean 
of any dirt, contaminants, or residues, such as grease. For cleaning the surface of your substrate or 
device, before the coating has been applied, use a soft cloth with warm soap water.                                                                                        

Coating Methods and Applications

The coating should not be exposed to strong acids, oxidizing materials, harsh cleaning 
chemicals or any other possible transfer contaminants, caused by shipping/packaging or 
wrappings. If needing more information on how to clean your material or how to increase 
resistance, please contact for our recommendations. The resistance of the solution is 
temporary. When cleaning the substrate once the solution has been applied, it may wash 
off the anti-fog and antimicrobial properties. 

Chemical Resistance

Disclaimer
The data presented here are in accordance with the present state of our knowledge, but do not absolve the user from carefully checking 
all supplies immediately on receipt. We reserve the right to alter product constants within the scope of technical progress or new 
developments. The recommendations made should be checked by preliminary trials because of conditions during processing over which 
we have no control.
Recommendations for use do not constitute a warranty, either express or implied, of the fitness or suitability of the products for a 
particular purpose. Any application not referenced should be pretested or consulted with Hydromer for suitable suggestions.

Please refer to the SDS

Safety Precautions


